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AEE Solar 
Digital DC Volt & Amp Meters

Measure amps and volts in 12-, 24- or 48-volt systems with these 
high-quality, low-cost LCD digital meters. The surface mount, 3" 
x 2" x 1" plastic enclosure can be easily attached to wood or metal 
surfaces with two screws. Terminal strip on the back of the meter 
accepts 14 to 22 AWG wire.
Amp meters are available with a 100A/100mV shunt for measuring 
up to 100 amps with 0.1 amp resolution, a 500A/50mV shunt to 
measure up to 500 amps with 1 amp resolution or without a shunt 
for installations that already have a shunt. Current draw is only 
20mA. Amp meter requires 4-conductor wire; volt meter requires 
2-conductor wire. Use 22 gauge or larger for up to 50 feet. Use 
18 AWG for up to 150 feet. 2-year warranty.

Atkinson
PV and Wind Digital Monitor
This digital monitor and shunt com-
bination can measure amps and amp-
hours from two charging sources of 
up to 40 amps each on a 12-, 24- or 
48-volt battery system. The monitor 
and shunt module are connected with 
a cat-5 network cable. The monitor 
stays in the battery voltage mode until 
the select button is pushed. The button 
can turn on the backlight, advance 
through display settings, reset amp-
hours, lock the display in any mode 
or activate a scroll setting. Backlight 
comes on for 15 seconds every time the button is pushed and 
stays on in scroll mode.
Display module requires a shunt module to operate. Order both 
items. Cat 5 cable required to connect display to shunt.

Description Item code Price
Digital volt meter 11 to 65 VDC 028-09228 $42
Digital amp meter w/o shunt 028-09257 $42
Digital amp meter w/ 100A shunt 028-09259 $65
Digital amp meter w/ 500A shunt 028-09261 $65

Description Item code Price
Atkinson PVWDM digital monitor 028-02205 $126
Atkinson PVWSM shunt module 028-02207 $130
Cat 5 cable – 50' 030-04199 $25
Cat 5 cable – 6' 030-04197 $8

Mastech 
Digital Multimeter
Test diodes and measure DC volts, AC 
volts, up to 10 amps AC or DC cur-
rent, ohms and continuity with this 
9-volt powered digital multimeter 
(battery included). This inexpensive 
troubleshooting tool is made in China. 
Dimensions are 2.75" x 5" x 1".

Samlex 
NEW! Battery Watch
The battery watch is a smart piece 
of equipment which automatically 
detects battery voltages between 
7V and 32V. It can be used to moni-
tor approximate battery state-of-
charge on 12- and 24-volt battery 
systems.
Three LEDs – green, red and yellow – light in various combina-
tions to indicate battery voltage. An audio alarm can be set to sound 
at high or low voltage levels and all settings are programmable 
by the user with a push button on the front panel.

Description Item code Price
Samlex battery watch 028-02257 $60

Description Item code Price
Digital multimeter 028-08031 $19



Suggested retail prices are subject to change; check with us for latest pricing.
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Analog Amp Meters
These high quality amp meters mount in a 72mm square hole. 
The meter movement is very smooth and accurate. The shunt is 
built into the 30-amp meter so it can be 
in series with the load to be measured 
on the negative or positive wire. The 
60-amp meter comes with a separate 
shunt. The mounting plate in the table 
below holds 1 meter and mounts in a 
2-gang wiremold deep switch box.

Kill-a-Watt 
AC Meter
This kilowatt-hour meter is easy to set up and 
use. It gives the user power usage information 
for individual appliances, displaying true power 
consumed (including power factor information), 
and keeps track of cumulative kilowatt-hours, 
cumulative time the meter has been plugged in, 
and amount of money the electricity consumed 
costs. A 15-amp circuit breaker protects against 
overloads. UL Listed.

Description Item code Price
Kill-A-watt portable kilowatt hour meter 028-02005 $50

AC Kilowatt-Hour Meter
These EZ-Read cyclometer GE util-
ity-grade meters have been removed 
from service and reconditioned and 
certiþed. If you are selling power back 
to the utility grid, you can keep track 
of how much power your system is 
generating. Order one of the raintight 
meter bases to mount and connect 
wires to the meter. For use on 120 
or 120/240 VAC systems. Maximum 
current 200 amps. GE Model I-70S, 
CEC approved. Please contact us for 
pricing on kilowatt-hour meters for 
higher power and for 3-phase sys-
tems.

Kilowatt-Hour Meter  
Sockets
We stock two types of kilowatt hour 
meter bases. The cast, low-cost round 
base has 1-1/2" threaded holes in the 
top and bottom. The Milbank brand 
sheet metal base is 8" W x 11.5" H 
(shown with meter mounted). Both 
are for single phase 2- or 3-wire 
100-amp service and both come with 
sealing ring. Raintight, NEMA 3R for 
outdoor use.

Hoyt 
Induction Amp Meters 

These meters read DC amps from a wire that is placed in the slot 
frame on the rear of the meter case. No electrical connection is 
needed. The 30-amp meter will work with wires up to 8 gauge. 
The dual range meter has a 75-amp scale and a 600-amp scale. 
This amp meter will work with wire up to 20 gauge.

Description Item code Price
Analog meter 0-30A DC 028-07332 $18
Analog meter 0-60A DC 028-07362 $18
Mounting plate for 2-gang wiremold box 028-09015 $5

Description Item code Price
Hoyt 30A induction meter 028-08045 $29
Hoyt 75A induction meter 028-08047 $29
Dual Range 0-75 / 0-600 ADC 028-08049 $35

Description Item code Price
GE kilowatt hour meter w/ EZ-Read cyclometer 028-03015 $30
GE kilowatt hour meter w/ conventional dial 028-03018 $32
Kilowatt hour meter socket 120/240VAC - round 028-03025 $16
Kilowatt hour meter base 120/240VAC NEMA-3R 028-03031 $90



Please call us with any questions! Our contact information is on the cover.
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Tech Tip: Amp-Hour Meters

TM-500A
The TM-500A is similar to the Tri-
metric meter in a special package with 
fuse and fuse holder. An improved 
display shows volts, amps, amp-
hours and percent without changing 
mode. Very easy to install and use. 
Installation is simpliþed with a special shunt that includes a 
phone-type jack. Install the shunt, plug the special six-conductor 
cable into the shunt and meter and all the connections are made! 
Meter shows days since fully charged, cumulative amp-hours, 
recharge indicator, low-voltage indicator, and full-charge indica-
tor. Comes with a 50' six-conductor cable with jacks, fuse, and 
a special 500A/50mV shunt. Also is capable of turning DR, PS, 
and UX inverters on and off. 2550 amp-hour max battery size. 
Longer length cables are available for long runs. Use the 48-volt 
adapter for 48-volt systems.
Dimensions: 4.55" x 4.55" x 1.725". 2-year warranty.

Xantrex 
Link 10 Meters
Link 10 meters provide complete 
battery status information for a bat-
tery bank. Simple and easy-to-use 
digital display shows volts, amps, 
amp-hours consumed, and operat-
ing time remaining. It also has an 
easy-to-read multi-color LED bar 
graph. The Link 10 allows you to 
select automatic, sleep and scanning modes and automatically 
calculates and displays charging efþciency. By adding an optional 
prescaler, Link 10 can monitor battery banks up to 500 volts. The 
splash-proof panel allows for outdoor mounting and hands-free 
operation. It displays key historical battery information such as 
charge efþciency, deepest discharge, and average discharge and 
they are compatible with 12- and 24-volt DC systems. The shunt is 
included. Accessories include prescalers (0-100 or 0-500 volts) to 
extend voltage range covered by your meter. 1-year warranty.

Battery Monitor XBM
The Xantrex battery monitor uses 
sophisticated microprocessor technol-
ogy to provide complete battery status 
information for your battery. A simple 
display shows volts, amps, amp-hours 
consumed, and operating time remain-
ing. An optional communications kit is 
available that contains hardware and 
software to enable battery monitoring 

from a Windows-based laptop. The splash-proof panels allow for 
outdoor mounting and hands free operation. XBM is compatible 
with 12- and 24-volt DC systems and comes with a 500A/50mV 
shunt. Front panel measures 2.56" square and the back þts in a 
2.05" hole. 1-year warranty.

With the use of an amp-hour meter, you can tell the condition 
of your batteries at a glance. An amp-hour meter is the best 
indicator of your system’s condition. As you use power, the 
meter counts how many amp-hours are used. As the battery 
is charged, the meter goes backwards, toward zero. When the 
battery is full, the meter reads zero. This type of meter is a 
must for nickel-cadmium and nickel-iron batteries, where it 

is hard to tell state of charge from voltage, or speciþc gravity. 
The main destroyer of lead acid batteries is sulfation caused by 
undercharging. These sophisticated meters help you keep track 
of your batteries state of charge so you can keep them charged. 
Get maximum life out of your batteries and save money and 
system down time. Note: Amp-hour meters lose accuracy if 
batteries are always run in a very discharged state.

Xantrex 
model Description Item code Price

TM-500A Amp-hour meter w/shunt 028-01405 $375
TM-500NS Amp-hour meter w/o shunt 028-01403 $325

TM48 48-volt adapter 028-01413 $75
TC25 25-foot cable 028-01421 $22
TC50 50-foot cable 028-01422 $36

Description Item code Price
Link-10 Standard – Meter w/ 500A/50mV shunt 028-01128 $250
Pre-scaler 0-100V – Use w/ battery higher than 24V 028-01131 $110
Pre-scaler 0-500V – For use w/ battery up to 500V 028-01134 $175
Temperature sensor – Increases meter accuracy 028-01137 $57
Mounting bracket 028-09014 $7
Meter wire 8-conductor 18 AWG (price/ft) 050-01252 $.40

Description Item code Price
XBM meter w/ 500A/50mV shunt 028-01119 $300
XBM communication kit with software for Windows 028-01120 $225
XBM connection kit – 32 feet 028-01121 $90
XBM connection kit – 50 feet 028-01122 $115
XBM temperature sensor kit – 32 feet 028-01123 $75
XBM temperature sensor kit – 64 feet 028-01124 $105




